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Description

Installation

Galvanised steel control rods for PN10 and PN16 flanges.

Accessories

KIT TIRANTS

DN 
PN No. of kit Ref.

Weight
Kg” mm

1 1/4 32 10 1 149B12575 2,10
1 1/2 40 10 1 149B12576 1,90

2 50 10 1 149B12577 2,10
2 1/2 65 10 1 149B12578 2,24

3 80 10 1 149B12579 1,90
4 100 10 1 149B12580 2,10
5 125 10 1 149B12581 2,30
6 150 10 1 149B12582 3,65
8 200 10 1 149B12583 3,80
10 250 10 2 149B12584 5,80
12 300 10 2 149B12585 5,25
14 350 10 2 149B12586 5,00
16 400 10 2 149B12587 6,00
18 450 10 2 149B12588 10,00
20 500 10 2 149B12589 11,00
24 600 10 2 149B12590 14,00

8 200 16 1 149B054087 3,80
10 250 16 2 149B054088 5,90
12 300 16 2 149B054089 6,20
14 350 16 2 149B054090 8,30
16 400 16 2 149B054091 10,40
18 450 16 2 149B054092 12,00
20 500 16 2 149B054093 16,00
24 600 16 2 149B054094 17,00

DN
PSIG Bar

” mm
1 - 4 25 - 100 150 10,3
5 - 10 125 - 250 135 9,3
12 - 14 300 - 350 90 6,2
16 - 24 400 - 600 45 3,1

The control rod kits must be installed when the pressure exceeds the values below.
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