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Description

Technical features
Operating temperature 0 °C to 60 °C
Permissible operating pressure (PFA) in water See table above
Connection Flanges drilled PN (See table)
Mediums Clear water

Nomenclature and materials

The Triple function air valve VE330 allows the air control water distribution systems :

•  Automatically and continuously relieves air and gases that 
accumulate in high points of installations

•  Release or influx of air through the large air orifice when 
filling or emptying the installation

•  The body of the valve is oversized to avoid contact between 
waste water and the top part of the moving section

•  Delivered with set pin

Triple function for waste water

VE330

DN
PN

PFA
in bar

Cat. Ref.
Weight

Kg” mm
3 80 10/16 16 I 149B5888 33
4 100 10/16 16 I 149B5889 33
6 150 10/16 16 I 149B5890 55

N° Designation Materials EURO ANSI

1 Cap Cast iron / Epoxy EN-GJL-250 ASTM A 48 35 B
2 Nut Stainless steel X5CrNi18-10 AISI 304
3 Top plate Steel / Epoxy
4 Seal Polyurethane
5 Closing system PVC
6 Valve seat PVC
7 Stem PE (polyethylene)
8 Float PE (polyethylene)

9
Body DN 80 and 100 Cast iron GJS
Body DN 150 Steel

10 Threaded stem Stainless steel X5CrNi18-10 AISI 304
11 Screw Stainless steel X5CrNi18-10 AISI 304
12 Bearing Bronze CuSn7Zn4Pb7-B
13 Drain Stainless steel X5CrNiMo17-12-2 AISI 316
14 Seal Polyurethane
15 Prin retainer Nylon
16 Ball valve M/F 3/8” Nickel plated brass
17 Protect cap PE (polyethylene)
18 Threaded stem Stainless steel X5CrNi18-10 AISI 304
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Triple function air valve for waste water.

Application

To ensure proper operation of the VE320, just open the drain valve :

 · a spray of water means proper operation

 · a pressurized air outlet indicates that the air valve has not performed its function, hence the need to clean the unit

Maintenance

International construction Standards :
Flange drilling according to EN1092-2

Approvals

Installation

DN H L x l Fenced in air inlet

mm mm mm mm
80-100 1200 1000 x 1000 300 x 300

150 1500 1200 x 1200 300 x 300

VE330

This model VE330 ensures continuous and automatic evacuation, but also influx and release of air at fast speed. The body of the 
valve is simply over-sized to avoid contact between waste water and the top part of the moving section.

Fonctionnement

1re FUNCTION

Fast release of air Releasing air under pressure Rapid influx of air

2e FUNCTION 3e FUNCTION
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Operation

VE330 - Bend flow/pressure

Sizing

VE330-TS-FR-S-UK-05-19-Rev.0

VE330

DN For pipe A B

mm Ø mm mm mm
80 80 to 200 325 580
100 200 to 600 325 580
150 > 600 360 650

Pressure in m/WC

Suction in m/WC

Flow rate in L/s

Large air 
orifice


